
Crafted® Flooring

Our Crafted Engineered flooring is so versatile it can be used  
anywhere in your home including the basement. Its elegance mimics  
the look of a solid hardwood floor but provides more stability. Complete  
with rich, distinctive colors, it is available in four species and three grades.  
Its 3mm solid sawn faced lamella allows it to be sanded up to 1-3 times.

by Vintage ®
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CRAFTED® Specifications

Product Type:

Product Species:

Product Width: 
 

Product Lengths: 

Product Gloss: 
 
Product Grade: 
 
 
 
Product Construction:

Product Thickness: 
Face Thickness:

 
Installation Method: 
 
 
Coating Type:

 
Structural Warranty:

Commercial Warranty:

Lifetime Stability 
Warranty:

Residential Warranty:

  

Crafted Engineered 
 
Maple, Hickory, Red Oak 

Maple: 3 1/2”, 5” 
Hickory: 3 1/2” 
Red Oak: 3 1/2”, 5”

Estate: 14” – 72” Average 32” 
Select-V: 14” – 72” Average 32”

Semi gloss is standard, Pearl & UV Oil by special order 
 
Estate – Best grade available. Natural only 
Select-V – Color variation and naturally occurring  
characteristics  
 
13.7mm

3mm sawn face hardwood (before finishing)

Microbevel on 4 sides 
 
Nail, Glue or Float. Can be installed over radiant heat. 
Contact a Vintage dealer for approved species. 
 
UV Armour-Kote® 25-Year Finish Warranty

 
Lifetime

3 Year Limited Warranty

Relative Humidity must be maintained between  
40 – 60%

25 Year Wear Warranty

®

Vintage hardwood flooring
409 Evans Ave. Toronto,  
Ontario M8Z 1K8
Tel: (416) 252-0962     
 Toll Free: 1-877-256-0231
 
www.vintageflooring.com

Relative Humidity Stability Chart
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9/16" (13mm) Engineered  40-60%

*Not all species are warranteed over radiant heat.
Consult your dealer for further information.

Nail

Glue

Float

3 species, 2 widths, and over 
30 colors to choose from 

Superior Lengths
3 1/2”, 5“ – 14” to 72” lengths

3mm sawn face 
hardwood ( before �nishing)

Multi ply core 
13.7mm total thickness

Truly the smallest
“micro v” in the industry


