
Hand Scraped Flooring

Popular for hundreds of years, Hand Scraped hardwood 
has a distinct sculpted look and old world feel.  Not to be 
confused with machine scraped hardwood that has a repetitious 
pattern, each board of Vintage’s hardwood flooring is scraped and 
crafted by hand, and then stamped by the craftsmen, making each board 
unique.  Hand Scraped floors tend to be more low maintenance compared  
to a smooth finish and help hide every day wear. These floors are contoured  
to accentuate the natural beauty and character of each species.
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Hand Scraped Specifications

Product Type:

Product Species:

Product Width: 
 
 
 
 

Product Lengths: 

Product Gloss:

Product Grade:

Product Construction:

Product Thickness:

Core Layer: 

Back Layer 

 
Installation Method:

 
Radiant Heat: 

 
Structural Warranty:

Lifetime Stability  
Warranty:

Residential Warranty:

 
Commercial Warranty:

  

Authentic Hand Scraped

Black Walnut, Hickory, Maple, White Oak, Jatoba, Oak

Black Walnut: 3 1/4”, 4”, 5” 
Hickory: 5”, 7” 
Maple: 5” 
White Oak: 5”, 7”, 10”  
Jatoba: 5” 
Oak: 3 1/4”, 5”

Character: 16”– 88” Average 48”  
Character: 10”  White Oak 24” – 115” Average 58”

Pearl (low gloss), Semi Gloss and UV Oil by special order

Authentic Character with filled voids

3/4” (19mm) 3 ply, Solid Sawn

5mm for domestic species, 4.2mm for exotic species

9mm Solid Finger construction of same species or  
alike species

5mm Solid Sawn construction of same species or  
alike species 

Nail, Glue or Float

 
Contact a Vintage dealer for approved species over  
radiant heat

 
Lifetime Structural Warranty

Relative humidity must be maintained between  
25% – 70%

25-year Wear Warranty 
10-year-Oil

3-year Limited Warranty 
1-year-Oil

®

Vintage hardwood flooring
409 Evans Ave. Toronto,  
Ontario M8Z 1K8
Tel: (416) 252-0962     
 Toll Free: 1-877-256-0231
 
www.vintageflooring.com

Relative Humidity Stability Chart

Availability of widths will vary 
by grade and color. Refer 
to availability chart for more 
information

*Not all species are warranteed over radiant heat.
Consult your dealer for further information.

Nail

Glue

Float

5.0mm Sawn Wear Layer for HandScraped 
and Domestic Species 
4.2mm Sawn Wear Layer for Exotic Species 

Core uses the same species or alike specie 
for added stability

4.5mm Multi Strip laminating back 
- Solid Lumber Back - uses the same specie or alike specie for 
added stability

9mm Solid Lumber Core that is 
placed perpendicular for added 
strength and stability

3/4: (19mm) Hand Scraped 25-70%
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