
®by Vintage

Vintage’s Wire Brushed floors are another unique and beautiful  
option for a textured floor. The brushing technique with its UV  
Urethane Oil finish is a perfect mix, as the UV Oil enhances the wood,  
preserving the natural look and feel of the brushing. These floors tend to hide 
dents and scratches extremely well and everyday wear is blended in.

Wire brushing is very conducive to achieving 2 tone floors, giving you a European  
style and look.

Pioneered® Wire Brushed Flooring

wire brushed red oak heritage berkshire uv oil

red oak

kahlua chariot

cocoa gryphon pewter

berkshire



Pioneered® wire brushed 
specifications

Product Type:

 
Product Species: 

Product Width:

Product Lengths:

Product Gloss:

Product Grade:

Product Construction: 
 
Installation Method: 
 
Coating Type: 
 
Structural Warranty:

LIfetime Stability 
Warranty:

Residential Warranty: 

Care & Maintenance:

Pioneered Solid 3/4” (19 mm)  
(Coming soon on Northern Solid Sawn)

Red Oak – colours: Kahlua, Chariot, Berkshire, Cocoa, 
Gryphon, Pewter

3”, 4 1/4”

10”- 84” average 30”

UV Urethane Oil

Heritage

Microbevel on 4 sides 
 
Nail  
 
UV Urethane Oil 
 
Lifetime

Relative Humidity must be maintained between  
40 – 50%

10-Year Residential Wear Warranty 
1-Year Commercial Wear Warranty

See Vintage UV Oil Care & Maintenance instructions 

 

®

Vintage hardwood flooring
409 Evans Ave. Toronto,  
Ontario M8Z 1K8
Tel: (416) 252-0962     
 Toll Free: 1-877-256-0231
 
www.vintageflooring.com

Relative Humidity Stability Chart

Smallest “micro v” in the industry: 
Means smaller seams and 
less dirt build-up

Longer average lengths: 
For easy installation and a 
more elegant look.

Solid 3/4" 
Custom species, sizes and 
construction available

Our System 21 manufacturing
process offers you peace 
of mind

Superior Finish: 
UV Urethane Oil

Nail

•  Made from 100% solid hardwood, 
    dried to 6-9% moisture content.    

•  Install over a 5/8” plywood, 
    5/8” T-G wood or 23/32” OSB subfloor      


